Data sheet

HP LaserJet Pro M202
Printer series

Simplify printing—easy wireless connectivity\(^1\) and automatic two-sided printing let you do more.

Enhance security with plenty of built-in and optional security features, increase productivity with reliable, automatic duplex printing and fast print speeds, and print from smartphones, tablets, or laptops with mobile printing options.\(^7\)

Just print—protected and connected

- Connect, manage, and help keep data secure with built-in features.
- Start printing right away—automatically connect to your wireless network, using HP Auto Wireless Connect.\(^2\)
- Easily print from virtually anywhere in the office with Ethernet and wireless connectivity.\(^1\)
- Connect via USB, and access tools from your PC to manage your printer and supplies.

Intuitive features for a fast finish

- Save time and help reduce paper costs, using reliable automatic two-sided printing.
- Speed through printing tasks—using the simple control panel.
- Work with less wait. Step up your productivity with fast print speeds of up to 26 pages per minute.\(^3\)
- Start working, right out of the box—full-capacity, 1,500-page toner cartridge included.\(^8\)

Printing made mobile\(^7\)

- Easily send print jobs wirelessly without a network.\(^4\)
- Easily print from mobile devices at work, home, or on-the-go with this Mopria-certified printer.\(^5,\)\(^7\)
- Quickly print from your iPhone\(^\text{®},\) iPad\(^\text{®},\) and iPod touch\(^\text{®},\) using Apple\(^\text{®}\) AirPrint™—no setup or apps required.\(^6\)

\(^1\) Wireless performance is dependent on physical environment and distance from access point, and may be limited during active VPN connections.
\(^2\) HP Auto Wireless Connect may not be available for all system configurations. Wireless performance is dependent on physical environment and distance from access point. For information on compatibility, visit [hp.com/go/autowirelessconnect](http://hp.com/go/autowirelessconnect).
\(^3\) Printing speed measured using ISO/IEC 24734 and excludes first set of test documents. For more information, see [hp.com/go/printerclaims](http://hp.com/go/printerclaims). Exact speed varies depending on the system configuration, software application, driver, and document complexity.
\(^4\) Wireless direct printing is standard on the HP LaserJet Pro M202dw only. Mobile device needs to be connected directly to the Wi-Fi network of a wireless direct-capable printer prior to printing. Depending on mobile device, an app or driver may also be required. Wireless performance is dependent on physical environment and distance from the access point in the printer.
\(^5\) Requires an Internet connection to an HP web-enabled printer and HP ePrint account registration. For a list of eligible printers, supported documents and image types, and other HP ePrint details, see [hpconnected.com](http://hpconnected.com). Mobile devices require Internet connection and email capability. May require wireless access point. Separately purchased data plans or usage fees may apply. Print times and connection speeds may vary.
\(^6\) Supports Apple® OS X Lion, OS X Mountain Lion, and the following devices running iOS 4.2 or later: iPad\(^\text{®}\) (all models), iPhone\(^\text{®}\) (3GS or later), and iPod touch\(^\text{®}\) (3rd generation or later). Works with HP\(^\text{®}\) AirPrint-enabled printers and requires the printer to be connected to the same network as your OS X or iOS device. Performance is dependent on physical environment and distance from the wireless access point. Wireless operations are compatible with 2.4 GHz routers only.
\(^7\) Local printing requires mobile device and printer to be on the same wireless network or have a direct wireless connection. Wireless performance is dependent on physical environment and distance from access point. Wireless operations are compatible with 2.4 GHz operations only. Remote printing requires an Internet connection to an HP web-connected printer. App or software and HP ePrint account registration may also be required. Wireless broadband use requires separately purchased service contract for mobile devices. Check with service provider for coverage and availability in your area. See [hp.com/go/mobileprinting](http://hp.com/go/mobileprinting) for more details. Some features require purchase of optional module.
\(^8\) Declared yield value in accordance with ISO/IEC 19752 and continuous printing. Actual yields vary considerably based on images printed and other factors. For more information, visit [hp.com/go/learnaboutsupplies](http://hp.com/go/learnaboutsupplies).
**Product walkthrough**

1. 150-sheet output bin
2. Two-line LCD control panel
3. Power on/off button
4. 10-sheet priority input tray 1
5. 250-sheet main input tray 2
6. Handle for opening top cover (access to the toner cartridge and clearing jams)
7. Slot for Kensington-style lock
8. Rear door (access for clearing jams)
9. Hi-Speed USB 2.0 printing port
10. Ethernet network port
11. Built-in wireless networking
12. Built-in automatic two-sided printing
13. Power connection

**HP LaserJet Pro M202dw shown**

**Front view**

1. 150-sheet output bin
2. Two-line LCD control panel
3. Power on/off button
4. 10-sheet priority input tray 1
5. 250-sheet main input tray 2
6. Handle for opening top cover (access to the toner cartridge and clearing jams)
7. Slot for Kensington-style lock
8. Rear door (access for clearing jams)
9. Hi-Speed USB 2.0 printing port
10. Ethernet network port
11. Built-in wireless networking
12. Built-in automatic two-sided printing
13. Power connection

**Rare view**

**Series at a glance**

<table>
<thead>
<tr>
<th>Model</th>
<th>HP LaserJet Pro M202n</th>
<th>HP LaserJet Pro M202dw</th>
</tr>
</thead>
<tbody>
<tr>
<td>Part number</td>
<td>C6N20A</td>
<td>C6N21A</td>
</tr>
<tr>
<td>Print speed (black, normal)</td>
<td>Up to 26 ppm letter (up to 25 ppm, A4)</td>
<td>Up to 26 ppm, letter (up to 25 ppm, A4)</td>
</tr>
<tr>
<td>Control panel</td>
<td>2-line LCD (text)</td>
<td>2-line LCD (text)</td>
</tr>
<tr>
<td>Duplex print options</td>
<td>Manual (driver support provided)</td>
<td>Automatic (standard)</td>
</tr>
<tr>
<td>Networking</td>
<td>Built-in Ethernet</td>
<td>Built-in Ethernet, Wi-Fi 802.11 b/g/n</td>
</tr>
<tr>
<td>Mobile printing capability</td>
<td>HP ePrint, Apple AirPrint™, Mopria-certified</td>
<td>HP ePrint, Apple AirPrint™, Mopria-certified, Wireless direct printing</td>
</tr>
</tbody>
</table>

1. Wireless networking is standard on the HP LaserJet Pro M202dw only. Wireless performance is dependent on physical environment and distance from access point, and may be limited during active VPN connections.
2. Printing speed measured using ISO/IEC 24734 and excludes first set of test documents. For more information, see http://www.hp.com/go/printerclaims. Exact speed varies depending on the system configuration, software application, driver, and document complexity.
Top Features

Set up for success. Connect this printer to a wireless or Ethernet network with ease. Built-in networking, security features, and management tools help protect data and streamline workflows.

Complete print jobs quickly and easily. Automatic two-sided printing—paired with an easy-to-use LCD control panel and a full-capacity cartridge in the box—help you do more.

Meet pressing business demands—even when you’re out of the office. Mobile printing options help save you time and print at the speed of business.

Accessories

<table>
<thead>
<tr>
<th>Model</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>Q6264A</td>
<td>Hi-Speed USB A to B printer cable (6 ft./1.8-meter)</td>
</tr>
</tbody>
</table>

Supplies

<table>
<thead>
<tr>
<th>Model</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>CC388A</td>
<td>HP 88A Black LaserJet Toner Cartridge (~1,500 pages)</td>
</tr>
</tbody>
</table>

HP Care Packs

<table>
<thead>
<tr>
<th>Model</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>UG086E</td>
<td>HP 3-year Care Pack Next Business Day On-Site Warranty</td>
</tr>
<tr>
<td>UG481E</td>
<td>HP 3-year Care Pack w/Onsite Exchange for LaserJet Printers</td>
</tr>
<tr>
<td>UG289E</td>
<td>HP 3-year Care Pack w/Return to Depot Support for LaserJet Printers</td>
</tr>
</tbody>
</table>

1 Wireless performance is dependent on physical environment and distance from access point, and may be limited during active VPN connections.

2 Local printing requires mobile device and printer to be on the same wireless network or have a direct wireless connection. Wireless performance is dependent on physical environment and distance from access point. Wireless operations are compatible with 2.4 GHz operations only. Remote printing requires an Internet connection to an HP web-connected printer. App or software and HP ePrint account registration may also be required. Wireless broadband use requires separately purchased service contract for mobile devices. Check with service provider for coverage and availability in your area. See hp.com/go/mobileprinting for more details. Some features require purchase of optional module.
HP LaserJet Pro M202 Printer series

Technical specifications

Functions
- Print only
- Duplex print options: Manual (default enabled)
- Automatic 2-sided printing

Print
- Print speed: Normal, A4: Up to 19 ppm, Duplex (A4): Up to 14 ppm
- Print resolution: 1200 x 1200 dpi
- Printer language: System

Paper handling
- Input: 250-sheet input tray, 10-sheet priority tray
- Output: 250-sheet output tray
- Media size: A4, B5, US Letter (9"x11.5")
- Media weight: 60 to 163 g/m² (16 to 43 lb)
- Media capacity: Max 115 g/m² (29 lb)

Dimensions (W x D x H)
- 379 x 241 x 251.4 mm (14.9 x 9.5 x 9.9 in)
- Max 379 x 364.9 x 251.4 mm (14.9 x 14.4 x 9.9 in)

Weight
- 8.1 lb (3.7 kg)

What's in the box
- HP LaserJet Pro M202nw Printer, HP Black LaserJet Toner Cartridge (~1,500)
- Installation guide, Support flyer, Warranty guide, CD containing software and electronic documentation: Power cord, USB cable

Warranty features
- One-year limited warranty

Systems
- Compatible operating systems: Windows 8.1 (32 & 64-bit), Windows 8 (32 & 64-bit), Windows 7 (32 & 64-bit), Windows Vista (32 & 64-bit), Windows XP (32-bit) (SP2 or higher)
- Minimum system requirements:
  - Processor: x86 or x64 (32-bit or 64-bit) processor, 1 GB RAM (32-bit) or 2 GB RAM (64-bit)
  - Hard disk: 40 GB free hard disk space
  - Optional software: HP ePrint, Apple AirPrint™, Mopria-certified, Instant-on Technology, HP Auto-On/Auto-Off Technology, HP Universal Print Driver, HP Web Jetadmin supported

Software included
- HP LaserJet Pro M202dw Printer, HP Black LaserJet Toner Cartridge
- Installation guide, Support flyer, Warranty guide, CD containing software and electronic documentation: Power cord, USB cable

Power
- Power supply requirements: 220 to 240 VAC (50/60 Hz) or 110 to 120 VAC (50/60 Hz)
- Power consumption:
  - Operating: 450 watts (Printing), 2.2 watts (Ready), 0.1 watts (Auto-Off), 0.1 watts (Manual-Off)
  - Standby: 0.956 kWh/week

Environmental ranges
- Operating temperature range: 50 to 90°F (10 to 32°C)
- Recommended operating temperature: 55 to 70°F (13 to 21°C)
- Humidity range: 20 to 80%
- Recommended humidity range: 20 to 40%

Security
- Security management: HP ePrint, Apple AirPrint™, Mopria-certified, Instant-on Technology, HP Auto-On/Auto-Off Technology, HP Universal Print Driver, HP Web Jetadmin supported

To learn more, visit hp.com

© Copyright 2014 Hewlett-Packard Development Company, L.P. The information contained herein is subject to change without notice. The only warranties for HP products and services are set forth in the express warranty statements accompanying such products and services. Nothing herein should be construed as constituting an additional warranty. HP shall not be liable for technical or editorial errors or omissions contained herein. Microsoft and Windows are registered trademarks of Microsoft Corporation. AirPrint, iPad, iPhone, and iPod touch are trademarks of Apple Inc., registered in the U.S. and other countries. Linux is a U.S. registered trademark of Linus Torvalds. UNIX is a registered trademark of The Open Group. NetWare® is a trademark of Novell, Inc.