
HP ProCurve Switch 408

Product overview

The HP ProCurve Switch 408 is a compact,
unmanaged 8-port 10/100 switch that offers
half-/full-duplex 10/100 auto-sensing on every port
and ProCurve Auto-MDIX on all ports for easy
expansion. It is ideal for building small networks or
connecting peripherals with any combination of 10
Mb and 100 Mb devices.

Key features
b Unmanaged plug-and-play operation

b Eight 10/100 ports

b Compact and quiet fanless design

b Industry-leading warranty
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Features and benefits

Industry-leading warranty

For as long as you own the product, with next-business-day advance replacement (available in most countries). The following hardware products and their related series modules have
a one-year hardware warranty with extensions available: HP ProCurve Routing Switch 9300m Series, HP ProCurve Switch 8100fl Series, HP ProCurve Network Access Controller
800, and HP ProCurve DCM Controller. The following hardware mobility products have a one-year hardware warranty with extensions available: HP ProCurve M111 Client Bridge,
HP ProCurve MSM3xx-R Access Points, HP ProCurve MSM7xx Mobility and Access Controllers, HP ProCurve RF Manager IDS/IPS Systems, HP ProCurve MSM Power Supplies, HP
ProCurve 1-Port Power Injector, and HP ProCurve CNMS Appliances. Disk drives in the HP ProCurve ONE Services zl Modules have a five year hardware warranty. Standalone
software, upgrades, or licenses may have a different warranty duration. For details, refer to the ProCurve Software License, Warranty, and Support booklet at
www.procurve.com/warranty.

Connectivity
• Auto-sensing: 10/100 auto-sensing per port

automatically detects and sets the speed for any
10Base-T or 100Base-TX device

• ProCurve Auto-MDIX: automatically adjusts for
straight-through or crossover cables on all 10/100
ports

Performance
• Switch design: delivers dedicated bandwidth to

each device and uses segmentation to improve
network utilization

• Auto-negotiation: half-/full-duplex
auto-negotiation on every port automatically doubles
the throughput to each device, up to 200 Mbps

Ease of use
• Flow control: helps ensure reliable

communications during full-duplex operation

• Unmanaged: provides plug-and-play simplicity

• LED display: comprehensive LED display with
per-port indicators allows monitoring of status and
activity of every port at a glance

• Automatic polarity correction: helps find and
fix common cabling problems

• Compact: small footprint allows multiple mounting
configurations on a flat surface, side by side, or in a
standard rack

Warranty and support
• ProCurve Lifetime Warranty: for as long as

you own the product, with next-business-day
advance replacement (available in most countries).

• Electronic and telephone support: limited
electronic and telephone support is available from
HP. Refer to the HP Web site at
www.procurve.com/support for details on the
support provided and the period during which
support is available.






